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BUNKER  SILO 

type  %C 


FARM     BUILDING 


PLAN  NO.  5843 


(7  -SHEET) 


This  silo  may  be  completed  at  one  time  or  the 
pressure-treated  wood  sidewalls  may  be  erected  for 
temporary  use  and  the  concrete  floor  provided  later. 

A  4-inch,  thickened-edge  concrete  slab  will  be 
necessary  if  the  silo  is  to  be  used  for  self-feeding. 

Since  no  reinforcing  steel  is  used,  the  silo  should  not 
be  erected  on  loose  or  sandy  soils.  Instead,  use 
Bunker  Silo  "Type  B",  Plan  No.  5829. 

The  working  drawings  include  a  table  of  capacities 
for  widths  from  16  to  32  feet  and  lengths  from  60  to 
90  feet. 


6"x  8 
6'-0" 


2x6     T86 
PLANKING 

MASTIC 
CALKING 


Complete  working  drawings  may  be  obtained  through 
your  county  agent  or  from  the  Extension  agricultural 
engineer  at  most  State  agricultural  colleges.  There  is 
usually  a  small  charge. 

ORDER  PLAN  NO.  5843,  BUNKER  SILO,  TYPE  "C" 

If  working  drawings  of  this  plan  are  not  available  in 
your  State,  write  to  the  U.  S.  Department  of  Agriculture, 
Agricultural  Engineering  Research  Division,  Plant  In- 
dustry Station,  Beltsville,  Md.  The  U.  S.  Department  of 
Agriculture  does  not  distribute  drawings,  but  will  direct 
you  to  a  State  that  does  distribute  them. 
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